
Interior Brick Wall Veneer Installation Guide
Important Notice
This document is provided as general installation guidelines for consideration only. Historical Bricks is not a licensed
contractor or professional installer. Installation methods may vary based on site conditions, wall construction, local building
codes, and installer preference. Always consult a qualified professional installer and follow manufacturer recommendations
for all mortars, grouts, sealers, and setting materials.

Recommended Tools & Materials
Brick veneer units, polymer-modified thinset or veneer mortar, notched trowel, level, spacers (if desired), wet saw or tile
cutter, grout or pointing mortar, sealers, clean water, sponges, and buckets.

General Installation Guidelines
Surface Preparation: Ensure the wall surface is structurally sound, clean, dry, and free of dust, paint, or debris. Cement
backer board or masonry substrates are commonly used.
Layout Planning: Dry-lay veneer pieces to establish pattern, joint spacing, and cuts before installation.
Setting the Veneer: Apply mortar using a notched trowel and firmly press veneer units into place, maintaining level and
alignment.
Curing: Allow mortar to cure undisturbed per manufacturer instructions before grouting or pointing.
Pointing & Sealing: Apply grout or pointing mortar as desired. Once cured, apply a suitable sealer. Example sealer options
can be found at BEHR Concrete Floor Sealers.

Maintenance & Care
Dust or vacuum periodically. Clean with a pH-neutral cleaner as needed. Reseal periodically based on environment, wear,
and sealer manufacturer recommendations.

https://www.behr.com/consumer/products/floor-coatings-sealers-and-prep/concrete-floor-sealers

